
MAIN GROUND BUS IN PANEL

RIGID

NON-METALLIC

CONDUIT

CONC. FOUNDATION

IN DIRECT CONTACT

W/EARTH; DRY

GRAVEL BED OR

VAPOR BARRIER

PROBIBITED.

RUN A GROUND LOOP #2/0 AWG

BARE COPPER CONDUCTOR,

200MM BELOW SLAB AROUND

THE PERIMETER OF THE

BUILDING. CONNECTION SHALL

BE CONTINUOUS. JOINTS SHALL

BE MADE WITH CADWELD OR

HIGH PRESSURE CAMP.

GENERAL NOTES

1. GROUND LUG OR HIGH-PRESSURE

CAMP GROUND CONDUCTOR TO BUS

BAR CONNECTOR.

SLAB

CONSTRUCTION(SEE

STRUCTURAL

DETAILS)

TYPICAL RECOMMENDED LIGHTING LEVELS

ROOM TYPE

LIGHTING LEVEL (LUX)

LOBBY/CORRIDOR 100

LIVING ROOM 100

BEDROOM 50

WASHROOM 100

SERVICE ROOM/

CRAWL SPACE

50

KITCHEN COOKTOP/

COUNTERTOP

300

KITCHEN GENERAL 50

STAIRWELL 10

TERRACE/BALCONY 50

100A

TAP BOX

REVENUE

METER

UTILITY

200A 2  POLE SERVICE

ENTRANCE BREAKER

KIRK-KEY

INTERLOCK TO

ALLOW ONE

BREAKER TO BE

CLOSED AT A TIME.

200A

120/240V

PANEL

GENERATOR

NON-METALLIC

HEAVY DUTY

SUPPORT CLAMPS

72" MAXIMUM ON

CENTER AND WITHIN

18" OF TAPS AND

SPLICES, TYPICAL.

BONDING

CONDUCTOR TO

WATER PIPING

PRE-CAST FLOOR SLEEVE WITH

WATER/FIRE STOP.

FLOOR

SLAB

CRIMP SPLICE

WHERE REQUIRED.

UNBROKEN

CONDUCTOR IF

POSSIBLE.

#2 / 0 AWG GREEN

GROUND

CONDUCTOR.

GROUNDING

ELECTRODE

RISER.
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